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INSTALL APPROPRIATE SEALANT (E.G., POLYURETHANE)
AND TOOL TO FACILITATE WATER RUN-OF

CONCRETE FASTENERS

SHEET METAL COUNTERFLASHING

OPTIONAL: INSTALL COMPRESSIBLE ELASTOMERIC
SEALANT OR TAPE TO SPAN IRREGULARITIES

TERMINATION BAR FASTENED WITH APPROPRIATE
FASTENERS APPROX. 12" [300 mm3] O.C.

INSTALL COMPATIBLE SEALANT BEHIND MEMBRANE

SEALANT (IF REQUIRED FOR THE SPECIFIC SYSTEM)

“SEAM PLATES AND FASTENERS
FOR ALTERNATE PERIMETER SECUREMENT OPTIONS

THERMOPLASTIC ROOF MEMBRANE

COVER BOARD AND THERMAL INSULATION

ROOF DECK

(1) SURFACE MOUNTED COUNTERFLASHING
@ NOT TO SCALE

NOTES:

1. THIS DETAIL SHOULD BE USED ONLY WHERE THE DECK IS SUPPORTED BY THE WALL.

2. REFER TO THE SHEET METAL SECTION OF THE METAL ROOFING MANUAL
FOR JOINERY AND SECUREMENT OPTIONS FOR SHEET METAL.

MEMBRANE CAP

PLUMBING VENT STACK

SEALANT (IF REQUIRED FOR THE SPECIFIC SYSTEM)

FLASHING MEMBRANE
(8" [200 mmJ] MIN. HEIGHT)

BASE MEMBRANE ATTACHMENT AS
REQUIRED FOR SPECIFIC SYSTEM

THERMOPLASTIC ROOF MEMBRANE

—COVER BOARD AND THERMAL INSULATION

ROOF DECK

73\ PLUMBING VENT ROOF DETAIL

C04/ ot 1o scALE

NOTE:

1. VENT STACKS AND OTHER PIPES SHOULD HAVE A MINIMUM
OF 12 INCHES [300 mm] OF CLEARANCE ON ALL SIDES FROM WALLS,
CURBS, AND OTHER PROJECTIONS TO FACILITATE PROPER FLASHING.

J - W,
W
11/2" x 11/2" x 1/4" ANGLE FRAME
AROUND SCUPPER OPENINGS
6" x 12" PREFORMED | ;“/—ANCHOR
16 GA METAL 7
SCUPPER. ATTACH 7 MECHANICALLY ATTACHED ROOF

TO ADJACENT STEEL MEMBRANE PER SPECIFICATIONS

31!

FIREPROOFING, TYP

11/2"

3 FIRE TREATED WOOD BLOCKING

2\ SCUPPER DETAIL
‘\g@ﬁ/ NOT TO SCALE

NOTE:
1. SEE DETAIL 1/C03 FOR ACTUAL ROOF ASSEMBLY.

WOOD CURB
WOOD NAILERS — |

I|.." }
0¥ FLASHING MEMBRANE
|\§ (8" [200 mm3] MIN, HEIGHT)
9 AN\ { SEALANT (F REQUIRED
FOR THE SPECIFIC SYSTEM)

— SEAM PLATES AND FASTENERS
ALTERNATE PERIMETER SECUREMENT OPTION

COVER BOARD AND THERMAL INSULATION l THERMOPLASTIC ROOF MEMBRANE
ROOF DECK —LeYy
ALTERNATE:

'BASE OF UNIT EXTENDS 1/2"

[13 mm] MINIMUM BEYOND TOP OF CURB
27 SEALING MATERIAL - MUST BE CONTINUOUS ON TOP OF THE CURB

o 1" 125 mm] MINIMUM
BELOW TOP OF CURB
P T—FLASHING RECEIVER

'ﬂ "' FASTENERS
/s COUNTER FLASHING

(4 IPMI_-I_NT CURB
\C04/ ot 1o scaLe

NOTES:

1. THE MECHANICAL UNITS SHOULD NOT BE SET UNTIL THE ROOF MEMBRANE
AND FLASHING HAVE BEEN INSTALLED.

2. REFER TO THE SHEET METAL SECTION OF THE METAL ROOFING MANUAL
FOR JOINERY AND SECUREMENT OPTIONS FOR SHEET METAL.

MECHANICAL UNIT, HOOD, ETC.

FLASHING MEMBRANE
WOOD CURB

ROOF
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